
Venting Components  – DuraTech

Chimney Cap

Flashing

Attic Insulation Shield

Ceiling Support Box

Storm Collar 

Chimney Pipe

Adjustable Wall Strap

DVL or DuraBlack Pipe

Appliance adapter

Firestop Radiation Shield

DVL/DuraBlack 
Chimney Adapter

7

4

10

9

2

19

7

6
8

5

18

1

4

Cathedral Ceiling
w/Support Box

18

1

6

8

4

7

2

4

12

7

13

11
17

8

3

19

1

Through-The-Wall

4

2

1

7

6

8

5

14

19

Oil Furnace

4

4

7

13

8

15

Fireplace

Cathedral Ceiling

6
4

7

16

17

8

18

1

19

DuraTech
DuraTech is a double-wall, all-fuel chimney system for use w/ wood stoves, 
fireplaces, furnaces, boilers, ranges, water heaters, or other appliances fueled by 
wood, oil, coal, or gas, and zero-clearanced fireplaces that are factory built.

Available in 5" – 8" diameter

    Installation Key

1 DVL or DuraBlack 11 Tee w/ Tee Cap

2 Ceiling Support Box 12 Tee Support

3 Wall Thimble 13 Chase Top Flashing

4 Chimney Pipe 14 Base Tee/Double Tee

5 Attic Insulation Shield 15 Anchor Plate or Anchor Plate 
w/ Damper

6 Flashing 16 Roof Support

7 Storm Collar 17 Finishing Collar

8 Chimney Cap 18
DVL Adaptor,  
DuraBlack Slip Connector, or 
Snap-Lock Adaptor

9 Elbow 19 Stove Adaptor

10 Elbow Strap
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